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Page 190-Paragraph 858, line 4; read: 
in midchannel is 5.1 fathoms, but it and the broken ground ... 
 (H 10968; BP 179140) 
 
Page 254-Paragraph 252, line 4 through Paragraph 253; 
read: 
marked by a lighted bell buoy. 
 (H 10912; BPs 173529-30) 
 
Page 259-Paragraph 302, lines 5-6; read: 
with rocks on either side. 
 (H 10912) 
 
Page 266-Paragraph 411, lines 4-6; read: 
miles to the SW. In June 2004, a shoal area with a depth of 
4½ fathoms was 1.8 miles W of Ship Rock in 56°59'40.8"N., 
153°25'50.1"W. 
 (DD 5261) 
 
Page 287-Paragraph 779, line 2; read: 
of Harvester Island. Depths inside the bay are 7 to 38 ... 
 (H 10965; BP 181753) 
 
Page 287-Paragraph 779, lines 6-7; read: 
large pier and a large cannery are on the W side of the spit 
that separates Larsen Bay from Uyak Bay. The pier, built over 
the shoal water, is 1,190 feet long and has a depth of 12 feet 
at its outer end. A 3-ton crane is on the pier. Water is 
available through a pipeline during summer months only. 
Gasoline, kerosene, and diesel ... 
 (H 10965; BP 181753; NOS/04) 
 
Page 287-Paragraph 780, line 11; read: 
of a building. This channel has a least depth of 3.7 fathoms ... 
 (H 10965) 
 
Page 287-Paragraph 781, line 9; read: 
the harbor range from 1.5 to 2.7 fathoms. 
 (H 10965; BP 181753) 
 
Page 287-Paragraph 783, line 2; read: 
reef marked by a light on the N side and the 20-foot ... 
 (H 10965; LL/04) 
 
Page 287-Paragraph 783, lines 6-9; read: 
between Daybeacons 2 and 3. Maintain course 291.5° until 
400 yards from Larson Bay Range Front Light and turn left to 
245° for 0.5 mile, then haul S and ... 
 (H 10965; BP 181753: LL/04) 
 
Page 288-Paragraph 789, line 4 through Paragraph 790; 
read: 
agent/vessel. 
 (NOS/04) 
 
Page 295-Paragraph 36, line 2; read: 
Ugyak, has depths as great as 63 fathoms and extends ... 
 (H 10973; BP 181249) 
 
Page 296-Paragraph 39, line 7; read: 
Island in 11 to 23 fathoms. Mariners should note that ... 
 (H 10973; BP 181249) 
 
Page 296-Paragraph 42, lines 9-11; read: 
tides.  

 (H 10974; BP 177499; NOS 16603) 
 
Page 299-Paragraph 78, lines 3-6; read: 
shoreline in a series of bare slides, bluffs and cliffs. 
 (H 10980; H 10977; BP 183785; BP 176388;  
 NOS 16375) 
 
Page 324-Paragraph 445, line 4; read: 
Androncia and Popof Islands except two shoals. In June 
2004, a depth of 6½ fathoms was about 1 mile E of Popof 
Island in 55°19'16.6"N., 160°17'34.1"W. and a depth of 7 
fathoms was in 55°19'01.2"N., 160°17'53.6"W. Temporary 
anchorage ... 
 (CL 865/04) 
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